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Delivery units and packing:  
- Solar panels in packaging as described below 
- 1x delivery note stating the pallet number (packaging IF)  

 

Individual module data (flasher lists) are sent electronically parallel to delivery. 

 

Delivery units : 

The smallest delivery unit is a fully packed cardboard on a wooden pallet as described below. Partially packed 
cardboard boxes will only be possible if agreed in special circumstances and may entail additional charges.  

 
In addition to the standard packaging (cardboard box on wooden pallet), Calyxo offers the possibility of pack-
aging in a weather-resistant wooden box on wooden pallet. We would be glad to provide you with a corre-
sponding quotation on request. 

 

Module type  Unframed glass-glass module, 1200 mm x 600 mm x 20 mm (LxWxH) 

Packaging type Cardboard box on wooden pallet 

External dimensions L 1338 mm x W 1134 mm x H 840 mm (inc. pallet) 

Net weight (empty)  Approx. 42kg 

External view of cardboard 
boxes (stacked)  
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Inside view (panels inserted/ 
retainer inserted) 

  

Gross weight (full) Approx. 566,5 kg 

Packaging type Wooden box on wooden palett 

External dimensions L 1338 mm x W 1134 mm x H 840 mm (inc. pallet) 

Net weight (empty) Approx. 53 kg 

External view of wooden 
boxes (stacked)  
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Inside view (modules inser-
ted)  

  

Gross weight (full) Approx. 585,4 kg 

Modules per box  44  

Stackability for transport  2 (1 on 1) 

Stackability for storage  2 (1 on 1) 

Typical truck load (24 
tonnes, internal dimensions: 
13.6 x 2.4 x 2.4 m³) 

40 (2x10, 2 layers)  
 

Truck and lashing equip-
ment requirements 

 

 
 

The carrier must secure the load. (e. g. with adjustable straps) to stop it 
from slipping or falling.  

The necessary equipment must be brought by the carrier. Vehicles with-
out sufficient lashing equipment will not be loaded and will be prevented 
from continuing.  

Calyxo always endeavours to ensure trucks are fully loaded. 

Typical 20-foot container 
load (21.8 tonnes, internal 
dimensions 6.1 x 2.4 x 2.6 
m3) 

Volume limited to 16 (2x4 + 2x4)  
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Typical 40-foot container 
load (26.5 tonnes, internal 
dimensions 12.2 x 2.4 x 2.6 
m3) 

Volume limited to 34 (2x8 + 2x8 + 1x2)  

Return, Recycling and dis-
posal of empty packaging 

Calyxo takes back empty transport packaging at its site in Thalheim free 
of charge. Should the customer not wish for empty packaging to be re-
turned, it will be left with the customer free of charge for disposal or recy-
cling by the local public waste disposal agency or a third party. In this 
case, the ownership of the packaging and the responsibility for recycling it 
will pass to the customer, who will declare the transport packaging to be 
waste and ensure it is properly disposed of nearby following its use. 

 

 


